
ITCC 2025 Christchurch New Zealand    
Aerial Rescue Scenario 

Scenario: 

You are working in the park dead wooding and caring out aerial inspections 
of an avenue of London Plane trees.  


You secured the worksite while your colleague set up the first tree and 
started to work. You begin to set up your tree when you hear the noise of 
someone vomiting. You turn around and confirm that it is you colleague in 
the neighbouring tree who is throwing up and then you see them pass out. 


Situation: 
The casualty is unresponsive and in this position - on an SRT system and 
lanyard in. 


There are two viable options to access the canopy, it’s up to the competitor 
to use whichever option they feel fits with their own assessment and rescue 
plan. (Note: Neither option will violate rule 4.2.3)


Equipment:  

Harness - Husqvarna Treemotion

Lanyard - ART Positioner, Husqvarna ø11.5 mm Length 4m stitched  2 x 
eyes, 2 x Petzl AmD Ball lock carabiners. 

Climbers line - Courant Squire 11.5mm red

Friction device - Petzl zigzag with chicane, 2 x Petzl OK’TL carabiner

Base anchor - ART Snake Anchor DMM Duralalock Ultra O

Spiked access - alpine butterfly to red Squire, DMM Duralalock Ultra O, 
Teuflberger Tachyon ø 11.5mm  Length  37.5m

Access line - Tb Thimble saver, blue Rebel ø 11mm Length 50m 


(Note:All other equipment is deemed to be event set up equipment only and 
not to be used / utilised by competitors)



